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FIGURE 5 TO SUBPART A OF PART 1201—IMPACTOR

I ROD MAY BE BENT AS

- | SHOWN OR EYE NUT
MAY BE THREADED
ONTO ROD
3+01IN

REMOVE =

HANGING\.’/, N
STRAP Q W

"
T

|
] i 3 IN
WORM - DRIVE
HOSE CLAMP
(INSTALL BEFORE
BAG IS TAPED)
™ IIN. LONG = |% IN DIA
METAL SLEEVE (SERIES
FILL BAG WITH LEAD SHOT SO THAT OF METAL WASHERS

TOTAL WEIGHT OF ASSEMBLY MAY BE USED)

IS 100LB £ 4 02Z

-

COVER ENTIRE SURFACE
OF BAG WITH [/2 INCH
WIDE GLASS FILAMENT
REINFORCED PRESSURE
SENSITIVE TAPE.

TAPE NECK SEPARATELY.

[ 3
ry IN. OR 8 iN.
THREADED

METAL ROD

EYE NUT FOR LIFTING METAL WASHERS-
BRIDLE (SEE FIG 2 } 3 + 1 IN THICK

FIG 5-IMPACTOR

276



		Superintendent of Documents
	2020-01-30T19:47:28-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




